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Environmental Protection Agency Pt. 62, Subpt. III, Table 4 

TABLE 2 TO SUBPART III OF PART 62—OPERATING LIMITS FOR WET SCRUBBERS 

For these operating pa-
rameters 

You must establish 
these operating limits 

And monitor using these minimum frequencies 

Data measurement Data recording Averaging time 

Charge rate .................. Maximum charge rate .. Continuous ................... Every hour ................... 1. Daily (batch units) 
2. 3-hour rolling (contin-

uous and intermittent 
units) a 

Pressure drop across 
the wet scrubber or 
amperage to wet 
scrubber.

Minimum pressure drop 
or amperage.

Continuous ................... Every 15 minutes ......... 3-hour rolling a 

Scrubber liquor flow 
rate.

Minimum flow rate ....... Continuous ................... Every 15 minutes ......... 3-hour rolling a 

Scrubber liquor pH ....... Minimum pH ................. Continuous ................... Every 15 minutes ......... 3-hour rolling a 

a Calculated each hour as the average of the previous 3 operating hours. 

TABLE 3 TO SUBPART III OF PART 62—TOXIC EQUIVALENCY FACTORS 

Dioxin/furan congener 
Toxic 

equivalency 
factor 

A. 2,3,7,8-tetrachlorinated dibenzo-p-dioxin ............................................................................................................. 1 
B. 12,3,7,8-pentachlorinated dibenzo-p-dioxin .......................................................................................................... 0.5 
C. 1,2,3,4,7,8-hexachlorinated dibenzo-p-dioxin ....................................................................................................... 0.1 
D. 1,2,3,7,8,9-hexachlorinated dibenzo-p-dioxin ....................................................................................................... 0.1 
E. 12,3,6,7,8-hexachlorinated dibenzo-p-dioxin ........................................................................................................ 0.1 
F. 1,2,3,4,6,7,8-heptachlorinated dibenzo-p-dioxin ................................................................................................... 0.01 
G. 0ctachlorinated dibenzo-p-dioxin .......................................................................................................................... 0.001 
H. 2,3,7,8-tetrachlorinated dibenzofuran ................................................................................................................... 0.1 
I. 2,3,4,7,8-pentachlorinated dibenzofuran ................................................................................................................ 0.5 
J. 1,2,3,7,8-pentachlorinated dibenzofuran ............................................................................................................... 0.05 
K. 1,2,3,4,7,8-hexachlorinated dibenzofuran ............................................................................................................ 0.1 
L. 1,2,3,6,7,8-hexachlorinated dibenzofuran ............................................................................................................. 0.1 
M. 1,2,3,7,8,9-hexachlorinated dibenzofuran ............................................................................................................ 0.1 
N. 2,3,4,6,7,8-hexachlorinated dibenzofuran ............................................................................................................ 0.1 
O. 1,2,3,4,6,7,8-heptachlorinated dibenzofuran ........................................................................................................ 0.01 
P. 1,2,3,4,7,8,9-heptachlorinated dibenzofuran ........................................................................................................ 0.01 
Q. 0ctachlorinated dibenzofuran ............................................................................................................................... 0.001 

TABLE 4 TO SUBPART III OF PART 62—SUMMARY OF REPORTING REQUIREMENTS A 

Report Due date Contents Reference 

A. Waste Management 
Plan.

No later than April 5, 
2004.

Waste management plan § 62.14715. 

B. Initial Test Report ........ No later than 60 days fol-
lowing the initial per-
formance test.

1. Complete test report 
for the initial perform-
ance test.

2. The values for the 
site-specific operating 
limits. 

3. Installation of bag leak 
detection systems for 
fabric filters. 

§ 62.14720. 
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